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PHASING NOTES:

1.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2.} PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.
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RESOLVED.

LEGEND OF UNDERGROUND
AND OVERHEAD UTILITIES.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES
MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND TRAFFIC SIGNAL
EQUIPMENT WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THE CONFLICT MAY BE

2, ALL EXISTING TRAFFIC SIGNAL EQUIPMENT BEING REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR
- UPON COMPLETION OF THE WORK,
3. INSTALL CONDUIT AND DETECTORS PRIOR TO THE INSTALLATION OF FINAL PAVING.
4. EXISTING WIRING WILL BE USED FOR THE PROPOSED SIGNAL HEADS.
5. UNLESS OTHERWISE NOTED, ALL EXISTING EQUIPMENT WILL BE USED.
_ 6. DISCONNECT AND ABANDON EXISTING DETECTION.
7. REMOVE EXISTING UNUSED CABLE.

CONSTRUCTION DETAILS

A. INSTALL BREAKAWAY PEDESTAL POLE WITH PEDESTRIAN SIGNAL, PUSHBUTTON AND SIGN
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| GENERAL NOTES
// - 1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.

(NOTE: 1 ~ 3 IN, SCHEDULE 80, 90 DEGREE PVC CONDUIT BEND)
B. INSTALL VIDEO DETECTION CAMERA AND SHIELD ASSEMBLIES ON EXISTING STRAIN POLE

ASSEMBLIES ON EXISTING STRAIN POLE
D. REMOVE EXISTING SIGNAL HEADS AND INSTALL NEW SIGNAL HEADS IN EXISTING LOCATIONS

E. VIDEO DETECTION ZONE
F. INSTALL MICRO-LOOP PROBE
M. INSTALL MICRO-LOOP PROBE

H. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER .
J. INSTALL 3 IN. SCHEDULE 80, RIGID PVC ELECTRICAL CONDUIT-SLOTTED

 G. INSTALL 1 IN. LIQUID-TIGHT, NON-METALLIC CONDUIT-DETECTOR SLEEVE
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~ C. INSTALL VIDEO DETECTION CAMERA, PEDESTRIAN SIGNAL, PUSHBUTTON, SIGN AND SHIELD
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REVISIONS

APPROVALS

I

REPLACE DETECYION & SIGNAL HEADS
AND ADD PEDESTRIAN PHASE

2-18-05 1,
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